
El Distrito de Control de 
Inundaciones del Condado de 
Coconino (FCD) y la Ciudad de 
Flagstaff ayudaran a los residentes 
dentro el área designada como 
“Museum Flood Area” a prepararse 
para la temporada de lluvias de 
2020. El Condado y la Cuidad 
colocaran paletas de nuevos 
sacos de arena en los vecindarios 
apropiados, que los residentes 
pueden usar para reparar sus 
paredes de sacos de arena.

• Los sacos de arena nuevos solo 
deben usarse para reemplazar los 
sacos de arena rotos en las paredes 
de sacos de arena existentes.

• Los sacos de arena rotos se 
pueden abrir para que las cenizas 
se puedan esparcir en áreas 
como partes sin pavimentar de la 
propiedad, como entradas de autos 
o áreas de jardín.

• No se pueden poner sacos de 
arena en los botes de basura de la 
ciudad ni colocarlos en montos de 
basura que la ciudad va a recoger en 
el futuro. Además, no arroje cenizas 
en los canales de la calle.

• Los sacos de arena rotos pueden 
llevarse al “Cinder Lake Landfill” en 
6770 Landfill Road o devolverse a la 
estación de sacos de arena en 2625 
N. King Street, donde sus cenizas 
deben arrojarse al monto de cenizas.

• Los residentes de edad avanzada 
o discapacitados que requieren 
asistencia para reparar sus 
paredes de sacos de arena pueden 
comunicarse con “United Way of 
Northen Arizona” a (928) 679-8395.

Para obtener más información sobre 
la ubicación de los sacos de arena 

y otros detalles sobre preparativos 
para la temporada de lluvias, visite 
www.coconino.az.gov/MuseumFire/
FloodArea. 

Recuerda:
• La amenaza de inundación es real y 
su propiedad seguirá estando en alto 
riesgo de inundación después de los 
incendios forestales durante varios 
años.
• El mantenimiento de las paredes 
de sacos de arena y la eliminación de 
los sacos de arena es responsabilidad 
exclusiva de los propietarios.
• El FCD y la Ciudad recomiendan 
mantener su mitigación de 
inundaciones en su lugar al menos 
durante la temporada de lluvias de 
2020.

Cómo construir un muro de 
sacos de arena
Al construir su muro de sacos de 
arena, es importante construirlo 
de manera efectiva. El método de 
colocación piramidal se utiliza para 
aumentar la altura de la protección 
del saco de arena. Coloque bolsas 
de arena para formar una pirámide 
alternando bolsas de arena colocadas 
en forma transversal y bolsas 
colocadas a lo largo. Selle cada bolsa 
en su lugar, superponga las bolsas 
de arena, mantenga la colocación 
escalonada de las articulaciones y 
meta los cabos sueltos.

Para obtener más información 
sobre cómo construir un muro de 
sacos de arena, vea este video en 
inglés: https://www.youtube.com/
watch?v=Oc0q1xWpm8k

Desvío de agua y consideraciones 
legales
Los esfuerzos de los propietarios 
o inquilinos para mantener el agua 
fuera de sus propiedades podrían 
tener consecuencias para sus vecinos 
y resultar en responsabilidad para la 
persona que desvía el agua. La ley 
en Arizona con respecto al desvío 
de agua se basa principalmente en 
decisiones judiciales en lugar de 
estatutos. Se aplican diferentes reglas 
dependiendo de si el agua que se 
desvía es agua superficial, inundación 
o agua que ha sido capturada 
previamente en un arroyo o curso 
de agua.

Es importante tener cuidado de 
que sus esfuerzos de mitigación no 
aumenten el riesgo de inundación 
para sus vecinos aguas arriba y 
aguas abajo.

Usted puede ser legalmente 
responsable por daños. El Condado 
no puede consultar sobre la legalidad 
o ilegalidad del desvío de agua en 
propiedad privada.
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Mantenimiento 
de sacos de 
arena, uso y 
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legales

Visite Fema.gov para obtener información 
adicional sobre bolsas de arena.
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Flood Depth and Hazard Information 
 The Schultz Fire/Flood maps were 
prepared as part of the Schultz Flood 
Drainage Master Plan. The main purpose 
of the maps is to help evaluate flood miti-
gation alternatives, such as channels and 
basins. The maps also provide a reasonable 
estimate of possible flood depths and 
hazards at individual lots. Homeowners can 
use this information to help them prepare 
for future floods. It is important that 
adequate allowance or freeboard (variation 
in depth and velocity of water) be designed 
into individual lot flood protection measures 
to account for the uncertainties in the flood 
maps. Homeowners should also account 
for what flooding occurred last year and 
if flooding was greater than what appears 
on the maps, then prepare for at least the 
level of flooding that occurred last year. 
 A conservative approach is recommend-
ed since all modeling has inaccuracies. The 
Flood Depth and Hazard Maps are being 
placed onto the Schultz Flood Webpage 
and will be available for viewing. The maps 
are also displayed at Summit Fire Stations 
#32 and #33, Cromer School, and the 
Silver Saddle Trading Post. 

 The maps will help you identify the level 
of risk your property has for flooding, such 
as high risk, medium risk and low risk. When 
viewing the maps, there are several impor-
tant things to consider:
•	Areas	in	Timberline	(near	the	forest)	at	
high risk may experience higher velocity 
flows and higher depths, whereas areas at 
high risk in Doney Park (flat) may experi-
ence more depth and pooling of water. 
Although both areas are at high risk, they 
need different types of mitigation - for 
example, barriers are used for high 
velocity flows, and sandbags are used 
for low or moderate velocity flows and 
greater depths of water and pooling.  

•	For	several	reasons	the	flood	maps	show	
potential for flooding in areas that did not 
experience flooding last year. One reason 
is that the flood modeling that created the 
maps does not take into consideration the 
berms that were quickly constructed near 
the Landfill and above Fernwood because 
they were not constructed to Army Corp of 
Engineers standards. However, the County 
strongly encourages homeowners in these 
areas to purchase flood insurance and to 
take measures to protect their homes from 
flooding, although the berms have been ef-
fective in keeping water out of these areas.  
•	The	County	is	attempting	to	secure	fund-
ing to stabilize these berms before the 
monsoon season. 
•	The	maps	depict	a	25	year,	24	hour	storm	
event, which has a four percent (4%) chance 
of occurring annually – also consider what 
these flows may look like during a larger 
storm event. 
•	Expect	significant	sediment	with	the	
water, particularly in the areas closest to 
the forest. Likely flow paths may change 

over time and as a result, you may begin to 
experience flooding where you have not in 
the past.
 The cost of individual lot protection varies 
with the type of flood mitigation measures 
used. The following information may assist 
you when contacting companies to provide 
additional support for installation of flood 
mitigation measures. 

Be careful that your mitigation efforts do not increase 
the flood hazard to your neighbors both upstream and 
downstream. You may be legally liable for damage! 

 The County will make an effort to provide 
sandbag placement to residents who are 
disabled and/or elderly. If you believe you 
qualify for this service, then please contact 
the Flood Hotline and a representative will 
meet with you to assess your situation and 
needs. Your needs may be met through 
County resources or through volunteers 
depending upon availability of resources. 

The pyramid placement method is used to increase the height of sandbag protection. Place the sandbags to form a pyramid by alternating header courses (bags placed 
crosswise) and stretcher courses (bags placed lengthwise). Stamp each bag in place, overlap sacks, maintain staggered joint placement, and tuck in any loose ends. 
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a El método de colocación piramidal se utiliza para aumentar la altura de la protección del saco de arena. Coloque los sacos de 
arena para formar una pirámide alternando cursos: bolsas colocadas en forma transversal y bolsas colocadas a lo largo. Selle 
cada bolsa en su lugar, superponga los sacos, mantenga la colocación escalonada de las articulaciones y ate los cabos sueltos.

http://www.coconino.az.gov/MuseumFire/FloodArea
http://www.coconino.az.gov/MuseumFire/FloodArea
https://www.youtube.com/watch?v=Oc0q1xWpm8k
https://www.youtube.com/watch?v=Oc0q1xWpm8k

